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Main features
* Compatible with various types of capsule (Espresso
Point®* or Nespresso®*)

»  Automatic coffee dosing (Dosata version)
* Height-adjustable grid in 2 positions (coffee cups or
mugs)

¢ Metal lever



TECHNICAL DATA

Structural specifications

ENG-32001761-03-10/18

Dimensions (W x H x D) 160 x 280 x 370mm
Weight Skg
Colour white

Electrical specifications

Power supply 230V/50 Hz

Absorbed power 1350W

Plug type SCH
Hydraulic/water characteristics

Boiler single circuit

Heating element Thermoblock

Other specifications

Capsules ejection semi-automatic

manual (Standard version),

Coffee dosi . )
offee dosing automatic (Dosata version)

Adjustable cup holder grid yes

Number of direct selections | (Standard version), 3 (Dosata version)
Fresh milk management optional (Milky)

Water tank capacity |.4L

Exhausted capsules container capacity 15

Drip tray capacity 0.5L

Water-empty signal yes (Dosata version)

ONDA & Miliky

Structural specifications

Dimensions (w x h x d) 180 x 205 x 240mm
Weight | 4kg
Colour black

Electrical specifications

Power supply 220-240V/50-60 Hz
Absorbed power 600 W
Plug type SCH
Other specifications
Jug capacity 150ml
Functions 3 — hot frothed milk, cold frothed milk, hot milk
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For more information, please contact: follow us
EVOCA UK Ltd, Prime Point, First Avenue, Pensnett Trading Estate, Kingswinford. DY6 7T]
Tel.: +44 (0)1902 355000 - Email: sales.uk@evocagroup.com ﬂ o m

In accordance with its policy of progressive product design SaGa Coffee reserves the right to alter specifications.



